
 DEFENDER SERIES  
 SELF-CRATED PANIC     
 GATE SYSTEM
Setup/Takedown Installation Instruction & Owner’s Manual
Notice: Defender Series Self Crated Panic Gates are meant to show general design and operation concept only.  
Not to be installed nor setup for permanent/semi-permanent use. It is recommended to keep the system 
stored in the crated position when not in use.
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Bill of Materials/Parts List
Gate Assembly Bill of Materials

ITEM #: QTY: DESCRIPTION: MATERIAL:

1 2 Gate Verticals 4”x3” 11GA Galv. Tube Steel

2 1 Gate Bottom 3”x3” 11GA Galv. Tube Steel

3 2 Kickplate (both sides) 1/8”x12” Galv. Steel Plate

4 6 Material Infill Channel 1/8”x1” Galv. Steel Flat Bar (Width varies for infill)

5 2 Gate Horizontal (top) 1/8”x3” Galv. Steel Flat Bar

6 1 Astragal 1/8”x3” Galv. Steel Flat Bar

7 1 Panic Plate (inside only) 1/8”x12” Galv. Steel Plate

8 1 Top Cap Assembly (with screws) 1/4”x3” Galv. Steel Plate (See cap detail on Pg 3 for Add. Dtls.)

9 - **Gate Infill Material Varies – See Note Below for Add. Dtls.)

Transom Assembly Bill of Materials

ITEM #: QTY: DESCRIPTION: MATERIAL:

10 2 Transom Gate Posts 5”x5” 11GA Galv. Tube Steel

11 1 Transom Overhead 5”x5” 11GA Galv. Tube Steel

Transom Assembly Bill of Materials

ITEM #: QTY: DESCRIPTION: MATERIAL:

A 1 Panic Device Von Duprin PA-AX-99NL x WH

B 1 Outside Trim Von Duprin 990-NL R/V

C 2 Hinges Flat-Butt Weld on Hinges

D 1 Overhead Closer LCN – 4040XP – Parallel Arm Mount

Gate Assembly Bill of Materials

ITEM #: QTY: DESCRIPTION:

1 3 Crate Lids

2 1 Entry Side Upright
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ITEM #: QTY: DESCRIPTION:

3 1 Exit Side Upright

4 1 Crate Base and Walkway

5 1 Gate Baseplate and Hinge Assembly

6 8 Crate Locking Pins

7 1 Transom Locking Pins

8 1 Gate Safety Pin

Notice: 
Gate infill material not supplied standard with most installs. Please contact Crusader Fence Co. at (916) 631-9191 if gate infill  
material is required. Assistance with design, production, and installation of gate infill is available upon request. Infill channel is  
available in 3 different standard sizes (1-1/2”, 2-3/8”, and 3-3/8”) and can accommodate custom width upon request.

WARNING:
Do not attempt to setup or take down gate without first  
ensuring gate safety pin is in the locked position.
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Gate Setup Instructions
Please read carefully before beginning gate setup/installation:
Prior to setup of the Defender Series Self-Crated Panic Gate System please ensure that the crate is resting on level ground  
with 3’ of clear space around the crate. 

You will need three people for setup/installation. No additional tools required.

Step 1:  
Unlatch a total of 8 hooks from the outer lid panels. Lifting each panel straight up as a team, remove all three lid panels.  
Set aside.

Step 2:  
Remove all uprights / sides of the crate. Set aside and ensure area around the gate is clear of debris and tripping hazards.

Step 3:  
As a team of three, lift the transom and gate body to the vertical position. Caution Gate is heavy and will require three  
able-bodied people.

Step 4:  
While gate is held in vertical position by two people, a third person will secure both transom safety latches into the locked posi-
tion. Total of two latches. (Latches are located inside the crate on both sides of the gate transom.) Continue to keep gate steady.

Step 5:  
Secure the additional two safety latches towards the bottom of the gate. (Latches are located on the front side of the hinged 
gate base plate.) NOTICE: DO NOT OPERATE Defender Showman Gate without a total of (4) four latches securing the gate in 
the upright position.

Step 6:  
Stack the lid and side panels inside of the crate in designated areas adjacent to the walkway.

Step 7:  
Remove the gate locking pin, located on the outside of latch post of the Defender Gate transom. Reference photo in the crate 
bill of materials.

Step 8:  
The Defender Series Panic Gate is now ready to operate. It is recommended to wipe the gate, crate, transom and assembly with 
a damp cloth or towel as needed.

Installation Note:  
Crusader Fence Company is not responsible for the installation of your new Defender Gate. For assistance with installation, 
hardware adjustments, or general issues please call our phone line and ask for help with your Defender Gate: (916) 631-9191. 
Crusader Fence Company is available for hire or consultation on a T&M basis to assist with any of the above issues on site. 
Please be prepared with your jobsite location along with any relevant information before calling for the best assistance possible.
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Gate Storage Instructions
Please read carefully before beginning to store gate:
Prior to take down of the Defender Series Self-Crated Panic Gate System please ensure that the crate is resting on level ground 
with 3’ of clear space around the crate. It is recommended to wipe the gate, crate, transom and assembly with a damp cloth or 
towel as needed. 

You will need three people for setup/installation. No additional tools required.

Step 1:  
Begin by inserting the gate locking pin, located on the inside latch post of the Defender Gate. See Page 4 for additional details. 
DO NOT MOVE ON FROM THIS STEP UNTIL THIS HAS BEEN COMPLETED.

Step 2:  
Remove the stacked lid and side panels from the designated areas. Set aside away from the area, to be used for steps 6 and 7.

Step 3:  
As a team of three; two people shall support the gate in the upright position. A third person will confirm that the gate locking 
pin has been inserted. Then they will remove the two safety latches towards the bottom of the gate. (Latches are located on the 
front side of the hinged gate base plate.)

Step 4:  
Continue to hold the gate vertical as a team of two. A third person will set the transom safety latches into the unlocked position. 
CAUTION: The gate is now ready to rotate down to the stored position.

Step 5:  
As a team of three lower the gate back into the horizontal position. CAUTION: Gate is heavy, it is advised to have two people 
lowering the gate with a third as a spotter, minimum.

Step 6:  
Replace all uprights/sides of the crate. Ensure gate is stored properly within crate uprights.

Step 7:  
Replace outer lid panels (qty 3) on top of crate such that outer lid panel hooks line up. Latch all (8) eight hooks to seal gate in 
crate.

Step 8:  
The Defender Series Self-Crated Panic Gate System is now ready for transport/storage. 
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Maintenance, Care, and  
Handling Instructions
With proper maintenance, you can easily increase the service life of your Defender Gate Series. See the below guidelines for 
more information on how to service and clean your gate.

Maintenance Guidelines:

•	 Yearly maintenance checks are advised for the Defender Gate Series. This check should include but is not limited to:

	◦ Verifying the gate is still in good working order, free of defects, and still functions as intended.

	◦ Verify all gate hardware is in good working order. If issues with hardware arise, please consult with the hardware manufac-
turer for instructions on how to care for and service the gate hardware.

Cleaning Guidelines:

•	 The care and maintenance tips listed below can help to extend the life of your powder coated surfaces and can help to keep 
the repair and maintenance costs down over time.

	◦ Pressure Washing

	▪ Pressure washing is the most efficient method of cleaning coated surfaces to remove dirt and grime. The pressure washer 
should be used on a low-pressure setting with filtered water. Don’t use unfiltered tap water or groundwater.

	◦ Use a Mild Soap and Water

	▪ In lieu of pressure washing or if pressure washing left residual dirt, grime, or stains it is recommended to clean the surface 
with a soft cloth, sponge, or a brush, along with a solution of mild soap and warm water. The best type of soap to use for  
this purpose is one that has emulsifiers that can break down the most common types of stains.

	◦ Avoid Harsh Chemical Cleaners

	▪ Powder coatings can be damaged by harsh solvents. A number of commercial cleaning products can cause damage to 
these types of finishes. Once the finish has become damaged, it is much more vulnerable to fading, staining and failure of 
the finish itself. When harsh chemical cleaners are used on powder coated surfaces, the life expectancy of the finish can 
reasonably be halved.

	▪ A good rule to use to determine whether a cleaner is too harsh for the surface of the gate is the skin test. If the cleaner 
advises to avoid contact with your skin, it is too harsh to be used on the powder coated gate.

While the service life of an organic finish cannot accurately be predicted due to the number of variables that can affect its ability 
to fade, chip, and degrade over time. Effective service life can be extended with the right cleaning and maintenance.

•	 For applications that will have a high visibility factor, such as ones being used in buildings, it is recommended to keep a de-
tailed maintenance record. Including dates of all cleanings, the products and materials used, and detailed notes of any service 
done to the gate. These records will be important in ensuring that the gate is regularly cleaned and maintained as well as 
tracking the type of cleaners used to keep the surface of the material looking its best. 



GetDefenderGate.com
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